
POWER CENTER (PC 2000)

Skema's PC 2000 is a LV distribution
switchboard that is particularly suited to
applications that demand high levels of
performance and reliability. This switchboard
is generally installed downstream of the MV/LV
transformers or generator groups and contains
the main and distribution circuit breakers of
the LV plant.

It consists of a standardized section based
on an easy-to-fit modular design, making it
compatible with any plant configurations,
electrical layouts and installation sites.

The wide range of sections and the availability
of different versions (affording both front and
rear access) allow the PC 2000 to offer
different solutions with a view to satisfying
any set of requirements in terms of installation
and space.

Switching and adjustment operations on the
switchboard, as well as access and routine
maintenance, can be carried out without
compromising the safety of the personnel and
with no danger of accidental contact with live
parts.

Thanks to its versatility and high performance,
the PC 2000 switchboard can be used in oil
and gas fields, platforms, power production
plants, industrial plants, on-board installations
and anywhere else it may be required:
 personnel safety
 flexibility and continuity of service
 reliability
 rapid use and maintenance
 easy installation and connection
 possibility for extensions and modifications



 Powerful, high performance, safe and reliable

 Modular, compact, easy assembly

 Flexibility during the design phase

 Low maintenance cost

 Modular design allows the simplest and safest cubicle reconfiguration on site

 Compliant with the most stringent oil and gas standards (Shell DEPs)

 Fully insulated busbar system

 Internal arc proof

 Fully type-tested by indipendent laboratories

 Standards: CEI EN 60439-4, IEC 61641, IEC 60068-2-6

 Tested for seismic load and sinusoidal vibration

 Continuity of service and easy maintenance procedure

 Operating temperature: -40/+75° C

 Intelligent solution with monitoring and control system (intelligent PMCC 2000)

PC 2000 - Main features

Degree of protection
(according to EN 60529)

Maximum number of modules for section

Standard color of external enclosure

Rated insulation voltage (Ui)

Rated operating voltage (Ue)

Rated Frequency

Rated current
main busbars
distribution busbars

Rated short-time withstand current for 1 sec. (lcw)

1000 V

400 V - 690 V

50/60 Hz

 6300 A

 3200 A

up to 100kA

IP31/IP42

IP2X/IP4X

48

RAL 7032 and other colors
on request

external enclosure

with open door

Access from the front and rear

Entry and exit of cables from top or bottom

Section dimensions Width 600, 800, 900, 1200, 1400 mm

Height 2365 mm

Depth 1035, 1385, 1510 mm

Rated peak withstand current (Ipk) up to 220kA

Segregation form form 4 type B
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